
ZA du Chevalement - Rue des Galeries - 59286 ROOST WARENDIN - France
Tél. : +33(0)3 27 94 44 44 - Fax : +33(0)3 27 94 44 45 - contact@ams-diffusion.com

AMS Diffusion 

V0
1-

11
20

19

Item code :  VICAM-AMS-M5-WP
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ENWATERPROOF MONITOR 5" - 2 INPUTS

M5 WP MONITOR

MENU

-  5" waterproof monitor
- 2 video inputs
- Intermittent display of the cameras and 
integrated parking lines
- Operating temperature : -10˚C ~ +65˚C
- Resolution : 640x3x480
- Dimensions : 135 x 55 x 110 mm
- Delivered with a remote control

Monitor ideal for narrow or 
wet working spaces 

Features :

-

+

- Volume
- Downward navigation key

CAM
- Activate or deactivate 
the selected mode

MODE
- Select day or night modes

POWER
- ON/OFF

MENU
- Access to the menu (lan-
guage, settings, display, 
parking line)
- OK (confirm/enter)

- Volume
- Upward navigation key

5"

COLORIP69K

PAL
NTSC

WATERPROOF

12>24
VOLTS

+65°C

-10°C

AUTO

AV1

AV2
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INSTALLATION DIAGRAM

Automatical trigger AV2

5" screen

Power supply cable (ignition)

20m cable (4 pin)

Ground wire

20m cable (4 pin)

Camera 1

Available 
camera 2


